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HASSELBLAD LAUNCHES NEW FLAGSHIP CAMERA
AND THREE ALL-NEW LENSES

Introducing the X2D 100C, XCD 38V, XCD 55V and XCD 90V

After the groundbreaking success of the X1D-50c and its second iteration, the X1D II 50C, 
Hasselblad unveils the powerful X2D 100C, along with three new lenses to the XCD family, the 
XCD 2,5/38V, XCD 2,5/55V, and the XCD 2,5/90V, providing the ultimate experience for content 
creators. 

Hasselblad X2D 100C - Inspiration in Every Detail

Hasselblad’s next-generation mirrorless medium format digital camera, the X2D 100C, has been 
engineered to bring substantial technological enhancements to image quality, camera handling, and 
system responsiveness. Designed in a new dark grey tone body of machined aluminium, the X2D 100C 
houses a 100-megapixel back-side illuminated (BSI) (43.8 × 32.9 mm) CMOS sensor, delivering up to 
15 stops of dynamic range with a 16-bit colour depth. The X2D 100C enables a creative experience 
unimaginable in the past. It empowers content creators to capture the intricacies of an image’s 
highlights and shadows, utilising the Hasselblad Natural Colour Solution (HNCS). Working alongside the 
new 5-axis, 7-stop in-body image stabilisation system (IBIS), handheld image capture is possible in the 
widest range of conditions. Hasselblad independently developed its own IBIS for the X2D 100C in order 
to meet the stringent requirements for stabilising a 100MP sensor.  Keeping size and weight in mind for 
easy portability, the X2D 100C is the most compact medium format IBIS solution on the market.1

With 294 Phase Detection Autofocus (PDAF) zones, the system ensures the subject is rapidly located and 
brought into focus. The X2D 100C captures files in 3FR RAW and full-size JPEG, and the cutting-edge, 
built-in 1TB SSD storage and CFexpress Type B card support delivers a high capture rate for fast-moving 
subjects.  

The X2D 100C features an 0.5-inch OLED Electronic Viewfinder (EVF) with 5.76-million dots, a high 
magnification of 1.00x with a refresh rate of 60fps, which supports electric refractive error correction 
to ensure the whole display is sharp and bright, from corner to corner.2 A 1.08-inch colour top display 
and a 2.36MP, 3.6-inch tilting, touch-capable rear display delivers access to all of these new imaging 
technologies whilst keeping the intuitive Hasselblad User Interface (HUI) and Scandinavian style of the X 
System. The battery has a CIPA rating of 420 shots and supports PD 3.0 fast charging.3 Additionally, the 
X2D 100C is compatible with Phocus, Hasselblad’s free image processing software.

“When developing the X2D 100C, our goal was the same as always, just as Victor Hasselblad himself 
made decades ago: build a better camera,” said Bronius Rudnickas, Hasselblad Marketing Manager. 
“This commitment drives us to explore the possibility to improve its performance from all aspects.”
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Faster, more compact lenses enhance the X System lens lineup

The XCD lens range now expands to 13 lenses in total with the launch of the XCD 2,5/38V, XCD 
2,5/55V, and XCD 2,5/90V. Each new lens has been designed with a compact, lightweight build, all 
while maintaining Hasselblad’s top-class optical performance. The fully upgraded focusing module, 
with its stepping motor, enables faster and more accurate autofocus, and the optimized leaf shutter is 
more compact, providing flash sync at all speeds.

Each of these new XCD lenses have a full-metal body with an engraved distance scale and an H logo 
engraved on both the focus ring and the lens control ring, delivering unique aesthetics. Photographers 
can now conveniently switch to Full-time MF using the lens by simply pulling and pushing the focus ring 
to change between AF and MF, and check focus and DOF readings in MF mode. Additionally, the new 
lens control ring supports function customization, and photographers can now change what to control 
with the ring according to their preferences to make shooting more intuitive and efficient. While the XCD 
38V, XCD 55V, and XCD 90V lenses are compatible with any X System camera, they perform to their full 
potential when used with the X2D 100C.

The XCD 38V is ideal for shooting documentary, street, and landscape photography. The XCD 55V 
is suitable for full or half-length portraits, as well as for shooting documentary, still life, and daily 
photography, providing image makers more options for their preferred photography genre. The XCD 
90V is a moderate telephoto lens, perfect for close-up portraits and still life imagery, and is 11% lighter 
than the XCD 90.

Per Nordlund, Hasselblad Lead Optical Designer commented, “The ambitious development goals we set 
for these lenses proved to be quite the challenge. We looked toward faster focusing, better operational 
features, and the highest possible optical performance in a more compact shape. The end result has 
been well worth the effort – everything falls into place, making the user experience straightforward and 
natural.”

The X2D 100C has an MSRP of EUR €8,699 / GBP £7,369 / CNY ¥54,900 including VAT and USD $8,199 
excluding sales tax.

The XCD 2,5/38V lens has an MSRP of EUR €4,199 / GBP £3,599 / CNY ¥24,900 including VAT and USD 
$3,699 excluding sales tax.

The XCD 2,5/55V lens has an MSRP of EUR €4,199 / GBP £3,599 / CNY ¥24,900 including VAT and USD 
$3,699 excluding sales tax.

The XCD 2,5/90V lens has an MSRP of EUR €4,799 / GBP £4,059 / CNY ¥28,900 including VAT and USD 
$4,299 excluding sales tax.

The Hasselblad X2D 100C, XCD 2,5/38V, XCD 2,5/55V, and XCD 2,5/90V are available to order 
immediately. See details of each new product here: www.hasselblad.com.  

1 Among interchangeable-lens mirrorless digital cameras with a 55mm-diameter CMOS sensor (according to 
a Hasselblad market survey on 1 March, 2022).
2 Magnification: approximately 1.00x with the XCD 65 at infinity, –1 m-1.
3 To charge via PD protocol, the charging cable and power source must be PD-compatible.

http://www.hasselblad.com
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ABOUT HASSELBLAD

Headquartered in Sweden, renowned around the globe. Since 1941, Hasselblad cameras have inspired 
photographers to create classic masterpieces and capture many iconic images, including documenting 
the historical moment of the first humans on the Moon. For over 80 years, Hasselblad has expanded the 
boundary of photographic storytelling with its excellent image quality, exquisite Scandinavian design, 
and meticulous craftsmanship, equipping customers with the ability and inspiration to create excellent 
images.

For more information, visit Hasselblad online: www.hasselblad.com and follow us on:
Instagram: www.instagram.com/hasselblad
Facebook: www.facebook.com/hasselblad
Twitter: www.twitter.com/Hasselblad
LinkedIn: www.linkedin.com/company/hasselblad
YouTube: https://www.youtube.com/user/HasselbladAS
Weibo: www.weibo.com/hasselbladofficial

Visit the Hasselblad Press Room at www.hasselblad.com/press to find this press release and more image 
material. 

http://www.instagram.com/hasselblad
http://www.facebook.com/hasselblad
http://www.twitter.com/Hasselblad
http://www.linkedin.com/company/hasselblad
https://www.youtube.com/user/HasselbladAS
http://www.weibo.com/hasselbladofficial
http://www.hasselblad.com/press
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X 2D 10 0C
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XCD 2,5/38V

XCD 2,5/55V
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XCD 2,5/90V
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1X2D 100C DATASHEET

Camera Type Mirrorless Medium Format Digital Camera with autofocus, auto-exposure, interchangeable lenses

Construction Machined aluminium. Tripod socket 1/4”

Sensor Type Back-side illuminated (BSI) CMOS, 100 megapixels (11656 × 8742 pixels, pixel size 3.76μm)

Sensor Dimensions 43.8 × 32.9mm

Image Size Stills: 3FR RAW: capture 206MB on average

File Format Hasselblad 3FR RAW, full size JPEG

Drive Mode Single and Continuous Drive, Self Timer, Interval Timer, Exposure Bracketing

Colour Definition 16-bit; dynamic range up to 15 stops

Image Stabilization 5-axis 7-stop in-body image stabilization (IBIS)

ISO Speed Range ISO Auto, 64, 100, 200, 400, 800, 1600, 3200, 6400, 12800, 25600

Storage Options Built-in 1TB SSD. Extra CFexpress Type B card with a max storage capacity of 512GB supported.

Recommended Memory 
Cards

Sony CEB-G series CFexpress Type B memory cards (128GB)
SanDisk Extreme Pro CFexpress Type B memory cards (128GB, 256GB, 512GB)

Colour Management Hasselblad Natural Colour Solution (HNCS)

Capture Rate 3.3fps in a 14-bit colour depth

User Interface Touch interface including swipe, scroll and pinch/spread to zoom. Camera grip with buttons and 
scroll wheels.

Touch Display 3.6-inch TFT type, 24-bit full-colour, 2.36-million-dot. Touch functionality: full support. Tilting 
angle: 40°, 70°

Top Display 1.08-in TFT type, 18-bit full-colour, 158,400-dot

Electronic Viewfinder (EVF) OLED, 5.76-million-dot. Viewing area: 100%. Magnification: approx. 1.00x with 65mm medium 
format lens at infinity, –1 m-1

Histogram Feedback Yes, in Browse mode on touch display and in EVF

IR Filter Mounted in front of sensor

Software
Phocus is compatible with computers with 8GB of RAM or more running on macOS 10.15 or later, 
or Windows 7 64-bit or later.
Phocus Mobile 2 is compatible with iPad models with 3GB of RAM or more and with iPhone X or 
later models running iOS 15.0 or later.

iOS Device Support iPad models with 3GB of RAM or more and iPhone X or later models running iOS 15.0 or later

Platform Support macOS 10.15 or later, or Windows 7 64-bit or later

Host Connection Type USB 3.1 Gen2 Type-C connector (transfer speed up to 10Gbit/s)

Operating Temperature -10° to 45° C (14° to 113° F)

Operating Humidity No more than 85% without condensation

Wi-Fi 802.11b/a/g/n/ac/ax, Wi-Fi with 2×2 MIMO

Supported Lenses

Hasselblad XCD lenses with built-in electronically controlled leaf shutter and aperture. Automatic 
or manual focusing with instant manual focus override. Lens shades can be mounted in reverse for 
transport.
Compatible with all H System Lenses and some H System accessories using the XH Lens Adapter. 
Also compatible with V System and XPan Lenses using the XV or XPan Lens Adapter. 
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2X2D 100C DATASHEET

* The fastest shutter speed varies depending on the lens in use. Refer to the datasheet of the corresponding lens.

The specifications are subject to change without notice.

Shutter Electronically controlled leaf shutter with speeds up to 1/4000s. Flash sync at all speeds. Optional 
electronic shutter

Shutter Speed 68 min to 1/4000s with XCD Lenses*. Up to 1/800s or 1/2000s with HC/HCD Lenses. Electronic 
shutter 68 min to 1/6000s.

Flash Sync Speed Flash can be used at all shutter speeds. Mechanical shutter only.

Flash Control
TTL centre weighted system. Compatible with Nikon System flashes. ISO range 64 to 25600. Flash 
output can be adjusted (-3 to +3 EV) for fill-in purposes independent of ambient light. Sync at all 
shutter speeds. Mechanical shutter only.

Flash Compatibility
In TTL-mode, the following Nikon Flash products can be used: SB-300, SB-500, SB-5000, SB-700, 
SB-900, SB-910. The following Profoto products can be used in TTL-mode: A1, B1 and B2 with 
Nikon interface.

Focusing
Autofocus single (AF-S) and manual focus (MF). Instant manual focus override. Automatic focusing 
using phase and contrast detection. Focus indicator or 100% zoom available in MF. Up to 294 
Phase Detection Autofocus (PDAF) zones.

Exposure Metering Spot, centre weighted, and centre spot

Power Supply Rechargeable Li-ion battery (7.27VDC/3400mAh). Can be charged in-camera via the USB-C port 
on the camera body. Charging time is approx. two hours using the included 30W USB-C charger.

Dimensions 148.5 × 106 × 74.5mm

Weight 895g (camera body with the battery); 790g (camera body only)
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1
DATASHEETXCD 2,5/38V

GENERAL LENS DATA

Focal length 38 mm
Equivalent Focal length (24x36) 30 mm
Aperture range 2,5 - 32
Angle of view diag/hor/vert 70°/59°/46°
Length/diameter 68/76 mm
Length (from camera lens mount flange) 63 mm
Weight (excl. covers and lens shade) 350 g
Filter diameter 72 mm
Product number CP.HB.00000719.01

CLOSE FOCUS RANGE DATA

Minimum distance object to image plane 0,30 m
Maximum image scale 1:6,2
Corresponding area of coverage 27 x 20 cm
Corresponding exposure reduction 0 f-stops

COMPATIBILITY

• Hasselblad X System & 907X cameras

LENS DESIGN 

10 elements in 9 groups
3 aspherical elements

FOCUS TYPE

Internal focusing

ENTRANCE PUPIL POSITION

65 mm in front of image plane 

The entrance pupil position is the correct 
position of the axis of rotation when making 
a panorama image by combining individual 
images of a scene.

 : Aspherical Lens elements
 : ED Lens elements

The XCD 2,5/38V lens features ten elements in nine groups, 
including three aspheric elements. Equivalent to a full frame 
30 mm focal length, this wide-angle lens delivers top-class 
optical performance with a compact build and supports an 
image resolution of over 100 megapixels. A large aperture of 
f/2.5 makes it an ideal photojournalism lens both indoors and 
outdoors. Equipped with an upgraded leaf shutter, the XCD 
2,5/38V can reach a shutter speed up to 1/2000s and delivers 

flash synchronisation at all speeds. The shutter is fast and quiet, 
and is complemented by the newly designed focusing module 
delivering quick and accurate focusing. The lens has both a 
focus ring and a lens control ring. Changing between AF and 
MF is achieved by a convenient push and pull of the focus ring. 
In MF mode, easily check the focus distance and DOF readings. 
The control ring can be customised for quick access to your 
prefered function.
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2
DATASHEETXCD 2,5/38V
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RELATIVE ILLUMINATION

Infinity setting.

When images are imported to Phocus, light 
fall-off is automatically removed.

MTF 

Modulation Transfer as a function of image 
height at infinity setting. 

Sagittal slit orientation drawn with continuous 
line and tangential with dashed. White light. 
Spatial frequencies 10, 20 and 40 lp/mm.

DISTORTION

Infinity setting. 

When images are imported to Phocus, 
distortion is automatically removed.
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1
DATASHEETXCD 2,5/55V

GENERAL LENS DATA

Focal length 55 mm
Equivalent Focal length (24x36) 43 mm
Aperture range 2,5 - 32
Angle of view diag/hor/vert 53°/43°/32°
Length/diameter 72/76 mm
Length (from camera lens mount flange) 67 mm
Weight (excl. covers and lens shade) 372 g
Filter diameter 72 mm
Product number CP.HB.00000718.01

CLOSE FOCUS RANGE DATA

Minimum distance object to image plane 0,45 m
Maximum image scale 1:6,4
Corresponding area of coverage 28 x 21 cm
Corresponding exposure reduction 0 f-stops

COMPATIBILITY

• Hasselblad X System & 907X cameras

LENS DESIGN 

9 elements in 8 groups
3 aspherical elements

FOCUS TYPE

Internal focusing

ENTRANCE PUPIL POSITION

47 mm in front of image plane 

The entrance pupil position is the correct 
position of the axis of rotation when making 
a panorama image by combining individual 
images of a scene.

 : Aspherical Lens elements
 : ED Lens elements

The XCD 2,5/55V lens features nine elements in eight groups, 
including three aspheric elements. Equivalent to a full frame 
43 mm focal length, this standard lens delivers top-class 
optical performance with a compact build and supports an 
image resolution of over 100 megapixels. A large aperture of 
f/2.5 makes it perfect for varied scenarios both indoors and 
outdoors. Equipped with an upgraded leaf shutter, the XCD 
2,5/55V can reach a shutter speed up to 1/2000s and delivers 

flash synchronisation at all speeds. The shutter is fast and quiet, 
and is complemented by the newly designed focusing module 
delivering quick and accurate focusing. The XCD 2,5/55V 
lens has both a focus ring and a lens control ring. Changing 
between AF and MF is achieved by a convenient push and pull 
of the focus ring. In MF mode, easily check the focus distance 
and DOF readings. The control ring can be customised for 
quick access to your prefered function.



RELATIVE ILLUMINATION

Infinity setting.

When images are imported to Phocus, light 
fall-off is automatically removed.
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MTF 

Modulation Transfer as a function of image 
height at infinity setting. 

Sagittal slit orientation drawn with continuous 
line and tangential with dashed. White light. 
Spatial frequencies 10, 20 and 40 lp/mm.

DISTORTION

Infinity setting. 

When images are imported to Phocus, 
distortion is automatically removed.
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1
DATASHEETXCD 2,5/90V

GENERAL LENS DATA

Focal length 90 mm
Equivalent Focal length (24x36) 71 mm
Aperture range 2,5 - 32
Angle of view diag/hor/vert 34°/28°/21°
Length/diameter 95/75 mm
Length (from camera lens mount flange) 90 mm
Weight (excl. covers and lens shade) 551 g
Filter diameter 72 mm
Product number CP.HB.00000746.01

CLOSE FOCUS RANGE DATA

Minimum distance object to image plane 0,67m
Maximum image scale 1:5,8
Corresponding area of coverage 26 x 19 cm
Corresponding exposure reduction 0,4 f-stops

COMPATIBILITY

• Hasselblad X System & 907X cameras

LENS DESIGN 

9 elements in 6 groups
1 aspherical element

FOCUS TYPE

Internal focusing

ENTRANCE PUPIL POSITION

68 mm in front of image plane 

The entrance pupil position is the correct 
position of the axis of rotation when making 
a panorama image by combining individual 
images of a scene.

 : Aspherical Lens elements
 : ED Lens elements

The XCD 2,5/90V lens features nine elements in six groups, 
including one aspheric element. Equivalent to a full frame 71mm 
focal length, this moderate telephoto lens delivers top-class 
optical performance with a compact build and supports an 
image resolution of over 100 megapixels. A large aperture of 
f/2.5 makes it an ideal portrait  lens.
Equipped with an upgraded leaf shutter, the XCD 2,5/90V 
can reach a shutter speed up to 1/4000s, and delivers flash 

synchronisation at all speeds. The shutter is fast and quiet, 
and is complemented by the newly designed focusing module 
delivering quick and accurate focusing. The lens has both a 
focus ring and a lens control ring. Changing between AF and 
MF is achieved by a convenient push and pull of the focus ring. 
In MF mode, you can easily check the focus distance and DOF 
readings. The control ring can be customised for quick access 
to your prefered function.
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Infinity

Image height [mm]
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RELATIVE ILLUMINATION

Infinity setting.

When images are imported to Phocus, light 
fall-off is automatically removed.

MTF 

Modulation Transfer as a function of image 
height at infinity setting. 

Sagittal slit orientation drawn with continuous 
line and tangential with dashed. White light. 
Spatial frequencies 10, 20 and 40 lp/mm.

DISTORTION

Infinity setting. 

When images are imported to Phocus, 
distortion is automatically removed.
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